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Données du produit
* Caractéristiques Générales
Culot G23
Information culot 2 Pins
Forme de la lampe 2xT12
Finition ampoule -
Exécution 2 Pins
Principales applica- Reprography
tions
Durée de vie utile 2000 hr
* Caractéristiques électriques
Puissance lampe I W
Puissance de la lampe 8.6 W
Tension de la lampe 60V
Intensité 017 A
* Caractéritiques techn. de lumiére
Code couleur 210 [leadfree 360 glass]
Désignation teinte Ultra Violet A
Coordonnée chro- 227 -
matique X
Coordonnée chro- 212 -
matique Y
Dépréciation a 5000 45 %
h
Dépréciation a 2000 20 %
h

Actinic BL PL-S/PL-L

Actinic BL PL-S 9W/10/2P 1CT

With an optimized performance to attract most insects the Philips
Actinic BL PLS/PLL lamps offer a more compact solution for electronic
insect killer systems. And, with a range of wattages, they are also
suitable for photopolymerization and reprographic processes. In
addition, Philips provides a wide choice of BL TL, BL TLD, and BL T5
versions as well as a circular and a T5 version. Hence, product
designers have a high degree of flexibility in choosing the best fitting
solution for their needs — including compact designs. For extra safety,
there is a special shatter-proof “Secura” option which ensures that all
the lamp’s glass and components are retained in a special outer sleeve
in the case of accidental breakage. Hence, product designers have a
high degree of flexibility in choosing the best fitting solution for their

needs. What’s more, as a 100% lead-free and low-mercury product

these lamps also provide a responsible environmental choice.

UV Caractéristiques

UV-A Radiation
100hr (IEC)

Dimensions en mm.

Longueur culot -
culot A

Longueur insertion B
Longueur totale C
Diameétre ampoule D
Diameétre ampoule
D1

Product Data

Code commercial
Code produit EOC
Nom produit
Désignation

Pieces par pack
Config. Emballage
Packs par carton
Code barre produit
EAN 2

Code barre carton
regroup.

Code usine

Poids net unitaire

1.66 W

128.8 (max) mm

144.5 (max) mm
167 (max) mm
28 (max) mm
13 (max) mm

951946 80

871150095194680

Actinic BL PL-S 9W/10/2P 1CT
Actinic BL PL-S 9W/10/2P 1CT/
6X10BOX

1

6X10CC

60

8711500951946
8711500951953
8711500951960

927901721008
32.000 gr
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Actinic BL PL-S/PL-L

Schéma dimensionnel

% PL-S

D
[
Product A(Max) B(Max) C(Max) D (Max) D1 (Max)
< PL-SOW/2102P 1288 1445 167 28 13
m
(8]

2011, aolt 26
Les données sont sujettes a changement



Actinic BL PL-S/PL-L

Données photomeétriques
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Lightcolor /10, /110 & /210
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