Udaje o produktu

Obecné informace

Application code
Rated Lamptype
Rated Number of
Lamps

Rated Ballast-Lamp
Power

Sitové napéti
Sitova frekvence
Housing

Energy Efficiency
Index

Lifetime 90%
surv.@Tcaselife
Ignition Method

Provozni udaje

Automatic restart
Ignition time

Mains voltage safety
(AC)

Mains voltage perfor-
mance (AC)

Inrush current Peak
Inrush current Width
Earth leakage current
Power losses gear
Constant wattage
deviation

Ballast Lumen Factor
Battery voltage
running lamps

Max. pocet na jisti¢
Crestfactor

Hum and Noise level

P

asimpleswitch.com

Ell
TL5/PL-L
3/4 piece

14/24

220-240 V
50/60 Hz

L 360x30x22
A2

50000 hr

Warm Start

Yes
5.0 (max) s
-10%/+10%

-8%/+6%

45 (max) A
0.4 ms

0.5 (max) mA
0.08-9.73 W
-2%[+2%

1.00 -
198-276

12 x
1.7 (max) -
Inaudible

HF-PERFORMER Intelligent
pro TL5

HF-Performer Intelligent 3/4 14/24 TL5/PL-L Ell 220-240V

HF-Performer Intelligent je tenky a lehky vysokofrekvenéni
elektronicky predradnik, ktery umoznuje provadét vymény svételnych
zdroji TL5 HE a HO stejné délky, a dosahnout tak maximalni
logistické flexibility z hlediska designu svitidel a manipulaci s nimi.
Predradnik HF-Performer Intelligent je diky své inteligentni funkénosti
pfi ovladani napajeni zalozené na technologii Philips Ell optimalizovan
pro maximalni ucinnost systému (CELMA EEI A2 BAT) v kombinaci se
svételnym zdrojem TL5 a TL5 Eco.

* Schéma zapojeni

Cable-Cap output- 200 pF

wires to earth

Cable-Cap output- 200 pF

wires mutual

Conn.type input Insert
terminals

Conn.type output Insert
terminals

Max. cable length 2m
Device/Lamp

Max. cable length 0.75 m

Hot Wires

Striplength 8.0-9.0 mm
Woes Input terminals 0.50-1.00 mm2
Woes Output termi- 0.50-1.00 mm2
nals

Teplotni udaje

T-case life 75C

T-case maximum 75 (max) C
T-ignition -25 (min), 50 (max) C
T-ambient -25 (min), 50 (max) C
T-storage -40 (min), 80 (max) C

Rozméry produktu

Length A1 360 mm
Fixing Hole Distance 350 mm
Length A2

Width B1 30 mm
Height C1 22 mm

Fixing Hole Diameter 4.2 mm

PHILIPS



HF-PERFORMER Intelligent pro TL5

« Aplikacni charakteristika

Emergency standard

* Produktové informace

IEC 60598-2-22

EMI 9kHz .. 30 MHz EN 55015
EMI 30 MHz .. EN 55022 Class B Objednavkové cislo 887754 00
1000MHz Kéd produktu 872790088775400
Safety Standard IEC 61347-2-3 Nazev produktu HF-Pi 3/4 14/24 TL5/PL-L Ell
Performance Stan- IEC 60929 220-240V
dard Nazev objednava- HF-Pi 3/4 14/24 TL5/PL-L Ell
Quality Standard 1SO 9000:2000 ného produktu N 220-240V
Environmental Stan- I1SO 14001 Pocet kusu v baleni N 1
dard Balici mnozstvi 12
Harmonic current IEC 61000-3-2 Pocet baleni v tran- 12
emissions sportnim baleni
EMC Immunity IEC 61547 EAN produktu 8711500881960
Vibrations IEC 68-2-6 Fc EAN transportniho 8727900887754
Bumps IEC 68-2-29 Eb baleni
Humidity EN 61347-2-3 clause 11 eop_12nc 913700657666
Approval marks ENEC / VDE-EMV Hmotnost produktu 0.285 kg
CE marking Yes
Temperature 110 [Yes]
marking
Rozmérové vykresy
A2 HF-Performer Intelligent 3/4 14/24 TL5/PL-L Ell 220-240V
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